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preheater such that the flame directly 
contacts the scrap charged, and you 
have records documenting your certifi-
cation of compliance that are onsite 
and available for inspection; or 

(2) You will charge only material 
that is subject to and in compliance 
with the scrap certification require-
ments in § 63.7700(b) and you have 
records documenting your certification 
of compliance that are onsite and 
available for inspection. 

(e) For each scrap preheater at a new 
iron and steel foundry subject to the 
work practice standard in § 63.7700(f), 
you have demonstrated initial compli-
ance if you have certified in your noti-
fication of compliance status that you 
will charge only material that is sub-
ject to and in compliance with the 
scrap certification requirements in 
§ 63.7700(b) and you have records docu-
menting your certification of compli-
ance that are onsite and available for 
inspection. 

§ 63.7736 How do I demonstrate initial 
compliance with the operation and 
maintenance requirements that 
apply to me? 

(a) For each capture system subject 
to an operating limit in § 63.7690(b), you 
have demonstrated initial compliance 
if you have met the conditions in para-
graphs (a)(1) and (2) of this section. 

(1) You have certified in your notifi-
cation of compliance status that: 

(i) You have submitted the capture 
system operation and maintenance 
plan to the Administrator for approval 
according to the requirements of 
§ 63.7710(b); and 

(ii) You will inspect, operate, and 
maintain each capture system accord-
ing to the procedures in the plan. 

(2) You have certified in your per-
formance test report that the system 
operated during the test at the oper-
ating limits established in your oper-
ation and maintenance plan. 

(b) For each control device subject to 
an operating limit in § 63.7690(b), you 
have demonstrated initial compliance 
if you have certified in your notifica-
tion of compliance status that: 

(1) You have submitted the control 
device operation and maintenance plan 
to the Administrator for approval ac-

cording to the requirements of 
§ 63.7710(b); and 

(2) You will inspect, operate, and 
maintain each control device according 
to the procedures in the plan. 

(c) For each bag leak detection sys-
tem, you have demonstrated initial 
compliance if you have certified in 
your notification of compliance status 
that: 

(1) You have submitted the bag leak 
detection system monitoring plan to 
the Administrator for approval accord-
ing to the requirements of § 63.7710(b); 

(2) You will inspect, operate, and 
maintain each bag leak detection sys-
tem according to the procedures in the 
plan; and 

(3) You will follow the corrective ac-
tion procedures for bag leak detection 
system alarms according to the re-
quirements in the plan. 

(d) For each pouring area and pour-
ing station in a new or existing found-
ry, you have demonstrated initial com-
pliance if you have certified in your no-
tification of compliance status report 
that: 

(1) You have submitted the mold vent 
ignition plan to the Administrator for 
approval according to the requirements 
in § 63.7710(b); and 

(2) You will follow the procedures for 
igniting mold vent gases according to 
the requirements in the plan. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.7740 What are my monitoring re-
quirements? 

(a) For each capture system subject 
to an operating limit in § 63.7690(b)(1), 
you must install, operate, and main-
tain a CPMS according to the require-
ments in § 63.7741(a) and the require-
ments in paragraphs (a)(1) and (2) of 
this section. 

(1) If you use a flow measurement de-
vice to monitor the operating limit pa-
rameter, you must at all times monitor 
the hourly average rate (e.g., the hour-
ly average actual volumetric flow rate 
through each separately ducted hood or 
the average hourly total volumetric 
flow rate at the inlet to the control de-
vice). 

(2) Dampers that are manually set 
and remain in the same position are ex-
empt from the requirement to install 
and operate a CPMS. If dampers are 
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